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Variable coupling joint with ball studs

Product features
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CSB-BAL®

Plastic Spherical Bearings GVCJ

 Part No.
G V C J - M R - 0 6 - A - G T- G S - 0 0 0

 Center dimensions
GS:  Galvanised steel studs
ES:  Stainless steel studs
GT:  Galvanised steel tubes
ET:  Stainless steel tubes

MR:  Thread direction: right hand

 Dierction versions: A/B/C/D
 Thread dimensions

G
VC

J

CSB® M163

Ball stud housings made of high strength material CSB® M163
Available materials of the ball stud: galvanised steel or stainless steel
Available materials of the tube: galvanised steel or stainless steel
Individual alignment of the bearing position
The centre dimensions upon request is availabe
Maintenance free and self-lubricated
No noise and lightweight design

Part No.
d1

[mm]
d2

[mm]
d3

[mm]
L(Min) 

 ( )
B

[mm]
h1

[mm]
h2

[mm]
s1

[mm]
R

[mm]

-

Max. static tensile 
stress in pin axis

-

Max. static pressure 
load in pin radial

-

Max. static tensile 
stress of the tubes

Max. 
pivot angle

Short-term
 [N]

Long-term
[N]

Short-term
 [N]

Long-term
[N]

Short-term 
[N]

Long-term
[N]

GVCJ-MR-08 M8 19.3 12 16.2 13.1 29.5 SW11 9.7 750 375 1500 750 2000 1000 24


