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Standard Clevis Joints

Product features

 
Part No.

d1
[mm]

d2
[mm]

d3
[mm]

G
[mm]

A1
[mm]

A2
[mm]

B1
[mm]

I1
[mm]

I2
[mm]

H1
[mm]

Max. static tensile strength Max. radial static load Max. 
tightening 

torque 
[Nm]

Weight 
[g]Short-term

[N]
Long-term

[N]
Short-term

[N]
Long-term

[N]
GCR-06 6 M6 10 12 12 12 6 9 31 24 1400 700 300 150 1.5 2.5
GCR-08 8 M8 14 16 16 16 8 12 42 32 2700 1350 650 325 5 6.3
GCR-10 10 M10 18 20 20 20 10 15 52 40 4700 2350 800 400 15 13.2
GCR-12 12 M12 20 24 24 24 12 18 61.3 48 5700 2850 900 450 20 20.3

GCR-10F 10 M10*1.25 18 20 20 20 10 15 51.3 40 4700 2350 800 400 6 13.2
GCR-12F 12 M12*1.25 20 24 24 24 12 18 61.3 48 5700 2850 900 450 15 20.3
GCL-06 6 M6 10 12 12 12 6 9 31 24 1400 700 300 150 1.5 2.5
GCL-08 8 M8 14 16 16 16 8 12 42 32 2700 1350 650 325 5 6.3
GCL-10 10 M10 18 20 20 20 10 15 52 40 4700 2350 800 400 15 13.2
GCL-12 12 M12 20 24 24 24 12 18 61.3 48 5700 2850 900 450 20 20.3

GCL-10F 10 M10*1.25 18 20 20 20 10 15 51.3 40 4700 2350 800 400 6 13.2
GCL-12F 12 M12*1.25 20 24 24 24 12 18 61.3 48 5700 2850 900 450 15 20.3

H1

G

I2
I1

B1 d2A1 A2 d3

d1

CSB-BAL®

Plastic Spherical Bearings GC

 Part No.

G C R - 1 0 F

 Inner diameter
 Fine thread

R:   Right
L:   Left

G
C

CSB®M163

Material CSB®M163
High tensile force
Absolute corrosion-resistant
Noise free
Very lightweight
Can be used in combination with plastic rod ends


