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LINQ
CSB-LIN®Q

Square Linear Guides

Product features
CSB-LIN®Q

 
LIN-12Q

 

CSB-LIN®Q square linear guide system ensures linear, torque-resistant 
motion are ideally suited for the unsupported applications. Due to the 
hollow design of the surface hard anodized aluminum alloy square rail, 

installation.
Maintenance-free, high wear resistance 

Resistance to dirt and dust

LI
N

Q

 
Part No.

q
 [mm]

qi
 [mm]

dq
[mm] [mm]

 Weight
[kg/m]

QAS-20-0000 20 15 25 3000 0.46

q
Lqi

dq

QAS Square linear shafts

 Part No.
Q A S - 2 0 - 0 0 0 0

 Length

 Outer dimension

 Allminum

Torque-resistant square design
Aluminum, hard anodized surface
Suitable for unsupported applications
Durable and light
Corrosion-resistant
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Part No.

d1
[mm]

d2
 [mm]

b1
 [mm]

t1
[mm]

t2
[mm]

r 0.05
[mm]

z
[mm]

 Weight
[g]

LIN-12Q-20 20 28 39 1 1 5.2 8 8.92

d1
d2

d1

t1

t2

b1 r

z

LIN-12Q Square sliding liners

 Part No.
L I N - 1 2 Q - 2 0

 Inner dimension

 Standard design

LIN-12Q

Made of anti-wear material EPB13
Maintenance-free, high wear resistance 

Resistance to dirt and dust
Operation temperature -50 /+90

EPB13

-50 /+90

LI
N

-1
2Q

IN-12Q
LIN-12Q Liners are used in:

LIN-12QRF LIN-12QRT LIN-12QRFL LIN-12QRTL LIN-12QB LIN-12QBL

CSB-LIN®Q
Square Linear Guides
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QRF-20 20 1600 11500 5 131

 
Part No.

d2
 [mm]

Bf
 [mm]

Qa
[mm]

d3
[mm]

dt
[mm]

B 
[mm]

ds
[mm]

db
[mm]

ts
[mm]

LIN-12QRF-20 40 11 20 62 51 58 5.5 9 5.5

d3 dt

db ds d2

ts

Bf
B

45
°

Qa

LIN-12QRF

 Part No.
L I N - 1 2 Q R F - 2 0

 Inner dimension

LIN-12Q 
Standard liners LIN-12Q

LIN-12QRF

Assembled LIN-12Q liners
Anodized aluminum adapter
Torque absorption up to 5 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

LIN-12Q

 5 Nm

-50 /+90

LI
N

-1
2Q

R
F
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QRT-20 20 1600 11500 5 131

 
Part No.

K 
[mm]

d2
 [mm]

Bf
 [mm]

Qa
[mm]

d3
[mm]

dt
[mm]

B 
[mm]

ds
[mm]

db
[mm]

ts
[mm]

LIN-12QRT-20 50 40 11 20 62 51 58 5.5 9 5.5

d3 dt

db ds d2

ts

Bf
B

K

K

45
°

Qa

LIN-12QRT

 Part No.
L I N - 1 2 Q R T- 2 0

 Inner dimension

LIN-12Q 
Standard liners LIN-12Q

LIN-12QRT

Assembled LIN-12Q liners
Anodized aluminum adapter
Torque absorption up to 5 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

LIN-12Q

 5 Nm

-50 /+90

LI
N

-1
1Q

R
T

CSB-LIN®Q
Square Linear Guides
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QRFL-20 20 3200 23000 10 231

 
Part No.

d2
 [mm]

Bf
 [mm]

Qa
[mm]

d3
[mm]

dt
[mm]

B 
[mm]

ds
[mm]

db
[mm]

ts
[mm]

LIN-12QRFL-20 40 211 20 62 51 112 5.5 9 5.5

d3 dt

db ds d2

ts

Bf
B

45
°

Qa

LIN-12QRFL

 Part No.
L I N - 1 2 Q R F L - 2 0

 Inner dimension

LIN-12Q 
Standard liners LIN-12Q

LIN-12QRFL

Assembled 2pcs liners LIN-12Q
Anodized aluminum adapter
Torque absorption up to 10 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

2 LIN-12Q

 10 Nm

-50 /+90

LI
N

-1
2Q

R
FL

 Shaft: h6-h9
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QRTL-20 20 3200 23000 10 231

 
Part No.

K 
[mm]

d2
 [mm]

Bf
 [mm]

Qa
[mm]

d3
[mm]

dt
[mm]

B 
[mm]

ds
[mm]

db
[mm]

ts
[mm]

LIN-12QRTL-20 50 40 11 20 62 51 112 5.5 9 5.5

db ds d2

ts

Bf
B

d3 dt
K

K

45
°

Qa

LIN-12QRTL

 Part No.
L I N - 1 2 Q R T L - 2 0

 Inner dimension

LIN-12Q 
Standard liners LIN-12Q

LIN-12QRTL

Assembled 2pcs liners LIN-12Q
Anodized aluminum adapter
Torque absorption up to 10 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

2 LIN-12Q

 10 Nm

-50 /+90

LI
N

-1
2Q

R
TL

 Shaft: h6-h9

CSB-LIN®Q
Square Linear Guides
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QB-20 20 1600 11500 5 250

 
Part No.

Qa
 [mm]

H
 [mm]

H1
[mm]

A
[mm]

M 0.02
[mm]

E1
[mm]

S
[mm]

S1
[mm]

S2
[mm]

N1
[mm]

N2
[mm]

L
[mm]

LIN-12QB-20 20 27 54 62 31 48 11 6.6 M8 26 18 40

QaS

M S1

E1
A

S2

N2

L

N1

H1
H

LIN-12QB Plastic linear pillow blocks

 Part No.
L I N - 1 2 Q B - 2 0

  Inner dimension

  Short design block

LIN-12Q 
Standard liners LIN-12Q

LIN-12QB

Closed and short block design
Assembled LIN-12Q liners
Anodized aluminum adapter
Torque absorption up to 5 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

LIN-12Q

 5 Nm

-50 /+90

LI
N

-1
2Q

B
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Part No. Inner dimension 

[mm]
 Dynamic Load 

P=5MPa
 Static Load 

P=35MPa [Nm]

 
Weight

[g]

LIN-12QBL-20 20 3000 21000 10 550

 
Part No.

Qa
 [mm]

H
 [mm]

H1
[mm]

A
[mm]

M 0.02
[mm]

E1
[mm]

E2
[mm]

S
[mm]

S1
[mm]

S2
[mm]

N1
[mm]

N2
[mm]

L
[mm]

LIN-12QBL-20 20 27 54 62 31 48 55 11 6.6 M8 26 18 85

Qa S

M S1 E1
AS2

N2

E2L

N1

H1
H

LIN-12QBL

 Part No.
L I N - 1 2 Q B L - 2 0

 Inner dimension

 Long design block

LIN-12Q 
Standard liners LIN-12Q

LIN-12QBL

Closed block design and increased the guide length
Assembled 2pcs liners LIN-12Q
Anodized aluminum adapter
Torque absorption up to 10 Nm
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

2 LIN-12Q

10 Nm

-50 /+90

LI
N

-1
2Q

B
L

CSB-LIN®Q
Square Linear Guides
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Part No.

Q
 [mm]

T
 [mm]

L
[mm]

 Weight
[g]

QAS-EC01-20 20 3 16 1.9

Q T

L

QAS-EC01 Endcaps for square shafts

 Part No.
Q A S - E C 0 1 - 2 0

  Square shaft size

  Standard design

QAS-EC01

Multi-damping plate design blocks cap escape
Made of plastic and corrosion-resistant

Q
A

S-
EC

01


