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Lead screw clamping rings with thread

Product features

Ready to install in the screw
Custom solutions for lead screw support
Can absorb even high axial forces
Clamping rings made from coated aluminum
Screw included in delivery

 
Part No.

 Thread
d1 P

d2
h9 [mm]

b1
[mm] Max. axial static load

[N]

CR01-TR8 1.5R TR08 1.5 16 9 1530

CR01-TR10 2R TR10 2 24 8 1800

CR01-TR12 3R TR12 3 28 8 2096

CR01-TR14 4R TR14 4 30 11 3312

CR01-TR16 4R TR16 4 34 11 3840

CR01-TR18 4R TR18 4 36 13 5216

CR01-TR20 4R TR20 4 45 15 6784

CR01-TR24 5R TR24 5 45 15 8096

CR01

 Part No.

C R 0 1 - T R 8 1 . 5 R

 Thread

R-  Right
L-  Left

C
R

01
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CR02

 
Part No.

d1
[mm]

d2  h9
[mm]

b1
[mm]

CR02-10 10 24 8

CR02-12 12 28 11

CR02-14 14 30 11

CR02-16 16 34 11

CR02-18 18 36 13

CR02-24 24 45 15

Lead screw clamping rings without thread

Product features

Ready to install in the end of screw
Can absorb even high axial forces
Clamping rings made from coated aluminum
Screw included in delivery

 Part No.

C R 0 2 - 1 0

 Inner diameter

C
R

02

CSB-LMS®

Linear Motion Systems


