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Pillow block spherical bearings

Product features

 ALG  
M163  

1m/s
 

 

Anti-wear plastic ball with high speed sliding bushing ALG 
Housing made of high strength material M163 
High speed up to 1m/s 
Maintenance-free dry operation 
High dimensional stability 
Compensation of misalignment errors 
Very light, easy installation
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Part No.

d1 
E10 
[mm]

d2
[mm]

h1
[mm]

h2
[mm]

D
[mm]

b
[mm]

a
[mm]

m
[mm]

x
[mm]

w
[mm]

Max. axial static 
tensile strength Max. static 

compressive 
strength

[N]

Max. tightening 
torque for 

longitudinal holes
 [Nm]

Weight 
[g]

Short-term
[N]

 Long-
term
[N]

GBB-ALG-16 16 6.6 18 10.5 SD31.7 13 86 60 12 4.2 3000 1500 1800 4.5 41.4

GBB-ALG-20 20 9 22 13 SD38 16 98 68 14 4.5 4700 2350 1300 10.5 56.3

GBB-ALG-25 25 9 27 16 SD46.7 20 124 86 17 6.5 6600 3300 1600 10.5 79.0

GBB-ALG-30 30 11 32 17 SD53.7 22 139 96 20 7 8100 4050 2100 21.5 121.7

CSB-BAL®

Plastic Spherical Bearings GBB-ALG

G
B

B
-A

LG

 Part No.

G B B - A L G - 1 6

 Inner diameter

 Bushings


