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Part No. Bearing

[mm]
Shaft
[mm]

 Size [mm]

h D W H G A J E S1 S2 K L

LIN-11GL-12 2 LIN-11R-12 12 15 22 44 30 24 8 33 5.5 M5*12 4.3 64 77

LIN-11GL-16 2 LIN-11R-16 16 19 25 50 38.5 32.5 9 36 7 M5*12 4.3 79 89

LIN-11GL-20 2 LIN-11R-20 20 21 27 54 41 35 11 40 7 M6*12 5.2 90 106

LIN-11GL-25 2 LIN-11R-25 25 26 38 76 51.5 41 12 54 11 M8*12 7 119 136

LIN-11GL-30 2 LIN-11R-30 30 30 39 78 59.5 49 15 58 10 M8*12 7 132 154

LIN-11GL-40 2 LIN-11R-40 40 40 51 102 78 62 20 80 11 M10*12 8.7 150 180

LIN-11GL-50 2 LIN-11R-50 50 52 61 122 102 80 24 100 11 M10*12 8.7 200 230

 Part No.
L I N - 11 G L - 1 6

  Inner diameter

Pillow block, long design

LIN-11R
Standard bearings LIN-11R

 
Part No.

I.D 
[mm]

 Tolerance 
[mm]

F max. [N]
 Dynamic Load 

P=5MPa

F max. [N]
 Static Load 

P=35MPa

 Weight
[g]

LIN-11GL-12 12 +0.030/+0.088 1920 13440 210

LIN-11GL-16 16 +0.030/+0.088 2880 20160 250

LIN-11GL-20 20 +0.030/+0.091 4500 31500 318

LIN-11GL-25 25 +0.030/+0.091 7250 50750 686

LIN-11GL-30 30 +0.040/+0.110 10200 71400 905

LIN-11GL-40 40 +0.040/+0.115 16000 112000 2041

LIN-11GL-50 50 +0.040/+0.130 18000 175000 5215

Housing bearings, long design

LIN-11GL

Closed housing design and increased the guide length 
Assembled 2pcs linear bearings LIN-11R
Anodized aluminum housing
Secured by bolts
Maintenance-free and low noise
Resistance to dirt and dust
Operation temperature -50 /+90

2 LIN-11R

 -50 /+90

LI
N

-1
1G

L

 Shaft: h6-h9

CSB-LIN®

Plastic Linear Bearings


