
238

C
SB

-L
IN

®
Te

l: 0
08

6 5
73

 84
18

61
33

/84
18

55
27

Fa
x: 

00
86

 57
3 8

41
85

51
7

ww
w.

cs
b-

ep
.co

m
sa

les
@

cs
b-

ep
.co

m

238

C
SB

-L
IN

®
Te

l: 0
08

6 5
73

 84
18

61
33

/84
18

55
27

Fa
x: 

00
86

 57
3 8

41
85

51
7

ww
w.

cs
b-

ep
.co

m
sa

les
@

cs
b-

ep
.co

m

 
Part No.

d1
[mm]

d2
 [mm]

b1
 [mm]

t1
[mm]

t2
[mm]

r 0.05
[mm]

z
[mm]

 Weight
[g]

LIN-12Q-20 20 28 39 1 1 5.2 8 8.92

d1
d2

d1

t1

t2

b1 r

z

LIN-12Q Square sliding liners

 Part No.
L I N - 1 2 Q - 2 0

 Inner dimension

 Standard design

LIN-12Q

Made of anti-wear material EPB13
Maintenance-free, high wear resistance 

Resistance to dirt and dust
Operation temperature -50 /+90

EPB13

-50 /+90

LI
N

-1
2Q

IN-12Q
LIN-12Q Liners are used in:

LIN-12QRF LIN-12QRT LIN-12QRFL LIN-12QRTL LIN-12QB LIN-12QBL

CSB-LIN®Q
Square Linear Guides


